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Een compleet assortiment aan mogelijkheden voor het begeleiden en  
controleren van personen in supermarkten, bouwmarkten, winkels, openbare 
gebouwen, musea, etc... van radar gecontroleerde poortjes tot tourniquets.

Deze systemen zijn geheel naar eigen wens 
modulair in te delen en op te bouwen.  
Met richtingdetectie, brandalarmcontrole, 
voice communicatie met klanten en meer....
Vraag Stedaparts naar de mogelijkheden. 



2  |   Stedaparts - ECO systemen

1. Automatische poorten   pag. 4 

2. Tourniquets    pag. 9

3. Mechanische poorten  pag.10

4. Accessoires en onderdelen  pag. 11



Stedaparts - ECO systemen | 3 

Overgate 4.0
Uw project kan pas vorm krijgen als verschillende taken gelijktijdig uitgevoerd kun-
nen worden: Management And Control of Entrances, communicatie met klanten, richting 
detectie, personenteller in combinatie met remote station via het netwerk, aangesloten op 
brandmeldcentrales en anti-winkeldiefstal antennes, inclusief barcode lezers en en SELF 
area management

Maak deze systemen compleet met transparante polycarrbonate poorten en armen gemaakt van-
verchroomd staal. Standaard of geheel op maat voor u  gemaakt. U heeft een perfect, effectief , 
stil, kind- en oudervriendelijke oplossing  welke ook frauduleus gedrag detecteerd.

Overgate 4.0 is geschikt voor zowel grote supermarkten als voor  situaties met een beperkte 
ruimte. Overgate 4.0 kan geconfigureerd worden als een enkele, dubbele , "tandem" of normally 
open gecontroleerde oplossing. Met radar en photocel sensor combinaties welke  zowel links of 
rechts geplaats kunnen worden door simpel de bedrading van de controle eenheid aan te  pas-
sen. Het systeem is voorzien van een 32bit processor welke u op een eenvoudige manier in staat 
stelt instelling aan te passen.

Een moderne en hoge kwaliteit installatie voldoet aan veiligheidseisen en voor 95% recyclebaar.
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Het modulaire design,  
gemaakt om het leven 
makkelijker te maken.
Waar is een poort uit opgebouwt? 
De motor kolom: het hart van de basis kit
De moderne kolom is de basis van het syteem, zo ontworpen dat hij voor verschil-
lende type armen gemakkelijk geīntegreerd en gebruikt kan worden. Klaar om u te 
ondersteunen in uw behoeften.     

Als de motorkolom het hart is van het systeem, dan is het printboard het brein. 
Geavanceerd, intuitief, eenvoudig en stelt u in staat te krijgen wat u wilt en een 
paar simpele stappen.

Arm of blad
Je kunt kiezen uit zeker een 
dozijn standaard armen. Maar we 
kunnen deze op aanvraag ook op 
maat maken in chroom plaatstaal 
en polycarbonaat

Poort controle
Controle units, afstandsbedie-
ningen, radar- en photocellsyste-
men, barcodelezers. Gewoon alles 
wat u nodig heeft.

Een sign bord
Er zijn 6 standaard sign types. Op 
aanvraag kunnen wij sign borden  
voor u op maat maken.

Maak de basiskit compleet met....
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8

standard supply

other supplies: BYAS

BYAS - sensor only radar kit
If you already own swing gates equipped with 
a Radar Kit (single or double), you can create 
a BYAS radar system by simply installing an 
additional sensor on the head of the gate.

BYAS - complete radar kit
To increase transit control in the preset 
direction, the motor column can be equipped 
with a radar facing the store area.  In case of 
fraudulent traffic attempts, this kit sets off an 
acoustic or voice alarm (optional).

BYAS - back lane kit
This kit guarantees the functions of a BYAS 
system, yet with the certainty that an alarm is 
generated only if a customer has entered the 
back lane after passing the pair of photocells 
controlling the gate inside the store.  Also in 
this case, the alarm can be acoustic or voice 
(optional). 

Electronic control
of arm rotation
By considering that customer safety is the main factor in the analysis of access 
control system design, we have created the OverGate 3.0 keeping in mind the 
safety of the elderly and children. Sophisticated firmware controls the rotation of 
the swing arm by verifying its position, speed, and impact force degree by de-
gree. The result is fast but controlled rotation movement that drastically reduces 
problems related to “contact” with customers. In the event of impact, the arm 
stops within 0.8 seconds and reverses its direction. At the third impact, it stops 
and an acoustic or voice alarm (optional) is activated.

Anti-panic device and
automatic arm repositioning
By applying a force of about 80 Nw/m to the gate arm, you can force it open in 
both directions.  This sets off an acoustic or an optional voice alarm.  Once the 
alarm period is over (adjustable via the gates’ s control logic card), the swing 
arm returns to the closed position automatically.  If during the alarm period, the 
opening control sensor detects the presence of another customer, the alarm 
stops immediately and the gate opens in the direction set for entry.  Upon 
request, the gate can be equipped with wireless or cabled remote controls. 

Automatic opening in case of fire alarm
Upon command from the fire alarm system, the swing arms open in the direc-
tion set for evacuation.
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Elektrische controle van de draaiarm

Anti-paniek functie en automatisch arm positionering

Automatische opening in geval van brandalarm

Back Lane Kit Complete Radar Kit

Met in het achterhoofd dat de klantveiligheid de belangrijkste factor is 
bij het ontwerpen van toegnagscontrole, is de Overgate 4.0 ontwikkeld. 
Geavanceerde firmware regelt de rotatie van de swing arm door zijn posi-
tie, snelheid en slagkracht te controleren. Het resultaat is een snel, maar  
gecontroleerde roterende beweging met een drastische vermindering 
van problemen bij klanten. In geval van een botsing stopt de arm in 0,8 
seconden een draait terug in de andere richting. Bij een derde impact zal 
de arm stoppen en zal er een acoustisch of voice alarm (optioneel) geac-
tiveerd worden.

Door het toepassen van een kracht van ongeveer 80Nw/m tegen de 
poort arm, kun je de poort forceren en is in beide richtingen te openen. 
Hierdoor gaat een alarm af. Zodra de instelbare alarmperiode voorbij is 
zal de poort weer in zijn originele stand terug draaien. Wanneer tijdens 
het alarm de sensor nog een andere klant detecteerd zal het alarm stop-
pen en de poort open gaan in de richting vanwaar die persoon komt. De 
poort kan worden voorzien van draadloze of bekabelde remote controls.

Wanneer het brandalarm af gaat zullen de poortjes open gaan in de rich-
ting welke is ingesteld voor een evacuatie

Deze kit garandeerd de functies van het BYAS 
systeem, nu met de mogelijkheid dat er een alarm af 
gaat wanneer een klant de photocellen op de Back 
lane heeft gepasseerd die de winkel aan de binnen-
zijde controleerd. Ook hierbij kan het alarm acous-
tisch of voice (optioneel).

Om de afstand te verkleinen van de controle in de 
richting van de winkel, kunnen de motor kolommen 
uitgerust worden met een radar welke de winkel in 
is gericht. In het geval van een frauduleuse detectie 
zal deze kit een acoustisch of voice alarm (optioneel) 
laten horen. 
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Accessoires op aanvraag
Desktop remote control unit
Remote control unit met 1 drukknop en 1 schakelaar. De drukknop opent de poort tijdelijk en de schake-
laar opent de poort permanent.

Desktop unit compleet met digitale teller
Remote Control Unit met 6 cijferige teller. Aangesloten op een Byas of een KIT voorziet deze in een telling 
van de klanten met een 90% nauwkeurigheid. (dit kan variëren afhankelijk van de breedte van de door-
gang)

Management software voor telling van klanten
Software systeem gebruikt bij Byas en KIT. Hiermee kunt u verkeer detecteren door de doorgang volgens 
instelbare periodes

Radar sensor kit (180o dekking)
De radar kit is vooraf ingesteld op een tweede sensor waarmee je de detectie hoek kunt vergroten van de 
sensoren tot ongeveer 180 graden. Deze mogelijkheid verkleind de kans op een mogelijk contact van de 
klant met de poort.

Voice synthesizer kit
De voice synthesizer is in staat om 4 gesproken berichten te beheren op een SMD-Kaart. De speaker en 
kaart worden gemonteerd op de motorkolom.

Ontvanger met 2 remote controls
Afstandsbediening om op afstand de poort te kunnen openen, zonder gebruik te maken van bekabeling. 
Voorzien van een ontvanger welke in de motorkolom gemonteerd word.

Arm stop - kinder veiligheids sensorkit
Een onderdeel voorzien van Piezo-elektronische sensoren welke in staat zijn de aanwezigheid van perso-
nen of objecten binnen de armlengte (rotatie) kan detecteren en direct de beweging van de arm kan stop-
pen

Motor kolom of lezers kolom verkeerslichten
Ring gemaakt van Satin finished Acryl uitgerust met een strook van RGB LED verlichting welke de status 
van de motorkolom of de barcode reader aan geven.

Plexiglas® LED arm
Transparant plexiglas arm verlicht door een strook van RGB LED verlichting welke  de status van de motor-
kolom aangeven.
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10

polycarbonate arms

Available with:

tubular arms

Overgate 3.0

Photocell passageway

OverGate 3.0 puts an end to the game or the “profession” of not paying the bill.  
Photocells authorize entrance and, without hesitation, block attempted exits of shoplifters,
activating alarms, closing arms and warning that something strange is happening.
Photocells, yes. Because we use them a lot, because they are useful ... 
for every occasion.
They open the door, but also set off an alarm in case anyone attempts any extravagant exits.
They understand that you have transited and take note of it.
They also understand if you cannot find the receipt and keep the gate open long enough for
you to find it. And they hardly ever make a mistake.

Een overzicht van 
enkele mogelijkheden
Deze systemen zijn geheel naar eigen wens modulair in te delen en op te bouwen.  
Met richtingdetectie, brandalarmcontrole, voice communicatie met klanten en meer....
Vraag Wiek de Laat Beveiliging naar de mogelijkheden. 
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arm returns to the closed position automatically.  If during the alarm period, the 
opening control sensor detects the presence of another customer, the alarm 
stops immediately and the gate opens in the direction set for entry.  Upon 
request, the gate can be equipped with wireless or cabled remote controls. 

Automatic opening in case of fire alarm
Upon command from the fire alarm system, the swing arms open in the direc-
tion set for evacuation.

codes on page 22

alarm alarm

Photocellen autoriseren de toegang, blokkeren zonder aarzeling 
bij een poging tot winkeldiefstal, activeren het alarm en waarschu-
wen wanneer er iets vreemds gebeurt. Photocellen zijn bruiktbaar 

voor elke gelegenheid.
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polycarbonate arms

Available with:

tubular arms

Overgate 3.0

Radar passageway

A radar sensor which authorizes opening. This they all do.
A radar sensor that identifies incorrect transit. This requires a bit more technology and not
everyone does it. Two sensors that authorize opening. This only a few do.
We do all these things. Some things we refuse to do. Because they don’t work. Others we
happily do because they make the difference.
The difference between us and them, between who is willing to work with customers to find
a solution to a problem, and who says yes to everything, but then it doesn’t work.
Sometimes you need to say no. Radar sensors are “sensitive” but don’t work with everything.
Let us tell you why.

17

OverGate 3.0

polycarbonate armstubular arms

double passageway
include:
2 OverGate 3.0 base; arms and sign 
plates; 
2 radar kit.
Weight: 64 kg.

         900 mm 

code 232 861 410
         1150 mm 

code 232 871 410

         600 mm 

code 832 861 410
         900 mm 

code 832 871 410

double passageway
include: 4 OverGate 3.0 base; 4 
arms and sign plates; 2 radar kit; 
double radar+photocell tandem kit; 
double back lane kit
Weight: 140 kg.

next lane passageway
include:  2 OverGate 3.0 base; 2 
arms and sign plates; 1 radar kit; 
next lane radar+photocell tandem kit; 
next lane back lane kit
Weight: 70 kg.

         900 mm 

code 234 895 210
         1150 mm 

code 234 896 210
         900 mm 

code 332 858 015
         1150 mm 

code 332 858 016

        600 mm 

code 834 895 210
         900 mm 

code 834 896 210
         600 mm 

code 332 858 023
         900 mm 

code 332 858 024

In all codes on this page, the second digit indicates the
colour of the plastic sleeve in the gate kit:
3 means black plastic; il 5 means grey plastic;
8 means chrome plated plastic. 
Example: 
single right passageway with tubular chrome plated 900 mm arm

cod. 232 859 710  = black plastic sleeves

cod. 252 859 710  = grey plastic sleeves

cod. 282 859 710  = chrome plated plastic sleeves
Codes on page 60

Change the sleeves colour

22

extra accessories

add BYAS

complete your BYAS with ...
a voice synthesizer kita transit counter

codes on page 55

a traffic light

We know that you would like to punish customers that come out from the entrance with their pockets

full, but you arrive too late to stop them!

Were you thinking of barbed wire?

Sure, ok, it’s a war - but an actual war is terrible and we are sure you would prefer to avoid it.

Try to complete your entrance with a BYAS system. You will be warned by an acoustic alarm when-

ever a customer tries to exit from the “wrong” side.

It may seem like a small thing, but in the meantime it stops customers “in good faith” and is an

excellent deterrent for professional shoplifters.

If nothing else, it will force them to find another way to leave you with your pockets empty.

If you don’t like the idea of an acoustic alarm in your store, you can transfer the alarm where you see

fit - obviously if there is a cable - or else you can use your voice synthesizer kit to give a message 

which gives a message to careless customers not to try “anything funny.”

detecting transit photocells

Een radar sensor welke verkeerde doorvoer detecteerd. Dit vereist wat meer technologie en niet iedereen 
doet dat. Twee sensoren welke de opening autoriseren. Dat doen er maar weinig. Wij maken veel, maar 
soms is het verstandiger om iets niet te doen. Omdat ze niet werken. Met andere oplossingen zijn we blij 
omdat deze juist het verschil maken met de rest! Wij willen werken met u om te zoeken naar een geschikte 
oplossing. Radar sensoren zijn erg gevoelig en werken niet altijd in elke situatie. Laat ons u uitleggen 
waarom.
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TurnOGate

In case of emergency, the four arm turnstile can be turned 
in the direction opposite the entry direction.  By rotating on 
its upright, it can be moved to make more space in case a 
larger passageway were needed (e.g. for service person-
nel, large objects).

Safety and service device 

Rotation
of safetyRotation

of service

Rotation
in entry

carts passage sign
table
Weight: 0,1 kg.

upright extension D48
include:
fixing sleeve and black plastic sleeve.
Weight: 0,5 kg

code 530 800 604 code 232 851 004

double arc guide
include: 
upright
Weight: 6 kg.

anti-panic carts passage
includes:
double guide arc complete with 
upright, anti-panic opening safety 
device,mechanical safety release 
device bar complete with no-return 
flaps rotation device
Weight: 12 kg.

altezza montante 1120 mm code 242 851 004
         

code 242 456 810

carts passage
include:
chrome plated bar,
6 uni-directional devices,
nuts, washers and bolts.
Weight: 3,6 kg.

carts passage
include:
chrome plated bar,
8 uni-directional devices,
nuts, washers and boltsi.
Weight: 4,8 kg.

1500 mm code 232 802 604 2000 mm

         

code 232 802 605

30

TurnOGate

Four arm turnstile

The four arm turnstile is the solution for all managers who, by choice or necessity, have a
limited budget.
It is effective and economical.
It is easily installed and does not require any special technical operations.
It guarantees clean, quick work without the need for electrical preparations or construction.
Also available with shopping carts passage, equipped with anti-panic safety release.

al meer dan 40 jaar tourniquets:
altijd de eenvoudigste  
en effectiefste

30

TurnOGate

Four arm turnstile

The four arm turnstile is the solution for all managers who, by choice or necessity, have a
limited budget.
It is effective and economical.
It is easily installed and does not require any special technical operations.
It guarantees clean, quick work without the need for electrical preparations or construction.
Also available with shopping carts passage, equipped with anti-panic safety release.

De tourniquets voor o.a. situaties waarbij 
een beperkt budget  beschikbaar is. Zeer 
effectief en makkelijk te installeren. Er 
zijn verschillende uitvoeringen en opties 
mogelijk.

Vraag om een advies op maat van onze 
adviseurs of vraag de uitgebreide en com-
plete brochure aan van onze  tourniquets 
met de opties  en mogelijkheden.
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Emergency
exit

Mechanical
gate

Four solutions to your needs...

page 38 page 40
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2. Emergency exit 
Een poort ontwikkeld waarbij het 
nodig is om het moeilijk te maken voor 
iemand die een poging doet zonder 
toestemming naar buiten te gaan. Deze 
poorten zijn voorzien van 2 richtings 
antipaniekfunctie. Verkrijgbaar met ver-
schillde arm afmetingen en met geluid- 
en lichtalarm.

1. Mechanical gate
Ontworpen als een mechanisch alternatief voor 
automatische poorten. Veel gebruikt bij uitga-
nen waar geen betalingen worden gedaan zoals 
service passages. Deze poorten kunnen worden 
voorzien van een sleutelslot. Verkrijgbaar met 
antipaniekfunctie welke opening in tegenge-
stelde richiting mogelijk maakt.

4 mechanische oplossingen  
voor verschillende doeleinden.
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Mechanical gates

Panther
checkout exit

page 42 page 44

A solution to any problem:
simple, rational and elegant.
The range of our complementary barriers is constan-
tly updated and able to answer needs related to
“no purchase” exit, cashier lane, and emergency exit
control.

Integrable with all systems, our machines have
characteristics that are very similar to each other and,
in this way, allow you to create homogeneous and
consistent looking systems.

Their main feature is their modularity: you can in fact
build your system exactly as you please.

The second feature is only valid for the emergency
exits and for cashier lane exit gates: they are both
bi-directional, so you don’t have to worry about 
lastminute
changes.

The third feature has to do with finishes: all of our pro-
ducts are in polished chrome plated steel - attractive, 
durable and easy to keep clean.

the intuitive gesture
for less controllable areas

the ”kit” system 
What does it mean?
You can simply decide on your own how
to create your barrier: on uprights, between tubes,
fastened to the wall, with a fixed arm or
extensible arm, large, small...
You choose.

Standard
checkout exit

Ook voor onderdelen en accessoires bent u 
bij Stedaparts aan het juiste adres!           

Neem voor het complete overzicht van 
accessoires en onderdelen contact met 
ons op of neem een kijkje op  
www.stedaparts.nl  
(hier voegen wij dagelijks producten  toe)

Samen vinden we 
altijd een passende 
oplossing voor U! 
Stedaparts streeft er naar om samen 
met u te zoeken naar de beste oplos-
sing. Productonafhankelijk zullen de 
adviseurs met u de mogelijkhede 
bespreken. 

Een van de adviseurs komt graag bij 
u langs voor een vrijblijvend gesprek. 
Ook kunt u een bezoek brengen aan 
de showroom, waar een breed assor-
timent aan voorbeelden staan om 
een beeld te kunnen geven van de 
mogelijkheden.

Bel voor een afspraak  met één van 
onze adviseurs 073-20 20 928
of stuur een mail naar:
info@stedaparts.nl

Wanneer u als klant tevreden bent, 
hebben wij van Stedaparts onze 
doelstelling bereikt. Wiek de laat 
Beveiliging biedt u daarom kwaliteit 
in de ruimste zin van het woord. Dat 
betekent dat wij hoge eisen stellen 
aan producten maar ook aan mede-
werkers. De monteurs zijn specialis-
ten met een enorme passie  voor hun 
vak.

Er is een onderhoudssysteem ontwik-
keld dat, dankzij de inzet van slimme 
informatietechnologie, bijzonder 
efficiënt is. In een jaarlijkse controle 
en onderhoud van uw hang- en sluit-
werk worden alle gegevens overzich-
telijk opgeslagen in het systeem. U 
ontvangt hiervan een rapportage, 
met als doel het overzichtelijk en 
beheersbaar maken van de kosten.

Zorg voor veiligheid
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Accessories

White polycarbonate plate
no entry/arrow + emergency exit

232 851 010code

sign plates

White polycarbonate plate
arrow/no entry

232 850 410code

White polycarbonate plate
no entry + emergency exit/no entry

232 850 610code

White polycarbonate plate
arrow/no entry sign + emergency exit

232 850 310code

White polycarbonate plate
arrow/arrow

232 850 510code

White polycarbonate plate
no entry/no entry

232 850 710code

Carts passage direction
sign support
Weight: 0.7 kg.

530 800 604code

indicator signs for turnstiles

No climbing
turnstile
support sign
Weight: 1.5 kg.

532 457 010code

Signs
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arms
The range of arms we offer is vast in terms of both shape and size.
The electronic device of our OverGate 3.0 gate is able to manage leaves and arms with many different characteristics, simply by
selecting its type at the time of system commissioning. This characteristic, present only on our automatic machines, ensures perfect
operation and reduced maintenance.
Arms are supplied with sign plates in white screen-printed polycarbonate.

900 mm Plexiglas® arm - RGB LED lighted

900 mm transparent acrylic arms, equipped with 24V RGB LED, managed via
OverGate 3.0 gate motherboard, complete with adhesive Arrow/No Entry signs.
Weight: 3 kg.

232 900 013code

special 1200 mm ALU arm

Polished aluminum arm 1200 mm
int. 250 mm D28
Weight: 1,2 kg.

232 900 012codeALUMINUM

extensible from 700 to 1100 mm STD arm

Extensible from 700 to 1100 mm chrome plated arm STD
int. 250 mm D28
Weight: 2,8 kg.

230 283 100code

BIG extensible from 700 to 1100 mm BIG arm

Extensible from 700 to 1100 mm chrome plated arm BIG
int. 250 mm D28
Weight: 4,5 kg.

232 870 004codeCHROME PLATED STEEL

900 mm arm

Chrome plated arm 900 mm
int. 250 mm D28
Weight: 2,3 kg.

232 880 004codeCHROME PLATED STEEL

1150 mm arm

Chrome plated arm 1150 mm
int. 250 mm D28
Peso: 2,7 kg.

232 850 004codeCHROME PLATED STEEL

CHROME PLATED STEEL
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Some OverGate 3.0 BASE gates in stock and a good supply of KITs allow our resellers to respond in real time to the demands of
their customers without having to load their stock and thereby reduce resulting financial exposure. The Kits in fact are, in relation
to the cost of complete systems, cost effective and simple to combine with automatic gates according to indicated lay-outs. This
operation, in addition to supplying satisfactory economic arguments, also allows for the creation of last minute customized systems,
contributing to customer satisfaction.
OverGate 3.0 is the most modern and effective device on the European market.

list of KITs

single photocell kit
This kit, together with the OverGate 3.0 BASE gate, allows you to create an automatic gate con-
trolled by a single passageway photocell.
On the previous pages, you can find a wide range of arms and sign tables to complete the sys-
tem.
Weight: 15 kg.

242 858 503code
next lane photocell kit

This kit, together with the OverGate 3.0 BASE gate, allows you to create an automatic gate con-
trolled by a lateral photocell which, together with a single passageway gate, allows implementation
of systems composed of multiple single passageways.
On the previous pages, you can find a wide range of arms and sign tables to complete the sys-
tem.
Weight: 6 kg.

242 858 506code
double photocell kit

This kit, together with two OverGate 3.0 BASE gates, allows you to create an automatic gate 
controlled by a double passageway photocell.
On the previous pages, you can find a wide range of arms and sign tables to complete the sys-
tem.
Weight: 12 kg.

242 858 504code

double tandem photocell + photocell kit
This kit, together with four OverGate 3.0 BASE gates, allows you to create an automatic gate 
controlled by a double tandem passageway photocell.
On the previous pages, you can find a wide range of arms and sign tables to complete the sys-
tem. Weight: 17 kg.

242 859 520code

single lane tandem photocell + photocell kit
This kit, together with two OverGate 3.0 BASE gates, allows you to create an automatic gate 
controlled by a single passageway tandem photocell.
On the previous pages, you can find a wide range of arms and sign tables to complete the sys-
tem. Weight: 20 kg.

242 859 518code
next lane tandem photocell + photocell kit

This kit, together with the OverGate 3.0 BASE gate, allows you to create an automatic gate con-
trolled by a next lane tandem photocell which, together with a single tandem passageway gate,
allows implementation of systems composed of multiple single tandem passageways. On the
previous pages, you can find a wide range of arms and sign tables to complete the system.
Weight: 10 kg.

242 859 521code

242 858 518code

242 858 521code

242 858 520code

Bar length 1000 mm

Bar length 1500 mm

Bar length 1500 mm

Bar length 1000 mm

Bar length 1000 mm

Bar length 1500 mm
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Accessories

list of KITs
All this is possible as each single piece has been studied for use in various systems without having to perform complex wiring
operations or structural changes. The electronic components provided for management of our OverGate 3.0 gate have been
designed in order to control various control devices at the same time, by simply following the instructions provided in the
installation/maintenance manuals.

motor column radar kit

This kit, together with the OverGate 3.0 BASE gate, allows you to create an automatic gate con-
trolled by a single passageway radar.
On the previous pages, you can find a wide range of arms and sign tables to complete the sys-
tem.
Weight: 1.5 kg

242 858 502code

802 500 006code

second motor column radar kit

(only on gates where a motor column radar kit is present)
This kit, together with the OverGate 3.0 BASE gate, allows you to create an automatic gate con-
trolled by 2 single passageway radar, with detection area coverage of about 180°.
On the previous pages, you can find a wide range of arms and sign tables to complete the sys-
tem.
Weight: 0.3 kg.

double tandem radar + photocell kit

This kit, together with four OverGate 3.0 BASE gates, allows you to create an automatic gate 
controlled by a double tandem passageway radar+photocell.
On the previous pages, you can find a wide range of arms and sign tables to complete the sy-
stem. Weight: 10 kg.

242 859 515code

242 858 507code

ceiling radar kit

This kit permits the control of one or more OverGate 3.0 gates by means of a sensor fitted to
the ceiling of your sales outlet. Useful as a complement within systems equipped with sensors for
the customer detection or for the management of alarm areas rear to the passageway itself.

next lane tandem radar + photocell kit
This kit, together with the OverGate 3.0 BASE gate, allows you to create an automatic gate con-
trolled by a lateral tandem radar+photocell which, together with a single tandem passageway
gate, allows implementation of systems composed of multiple single tandem passageways.
On the previous pages, you can find a wide range of arms and sign tables to complete the sys-
tem. Weight: 4.5 kg.

242 859 516code

single tandem radar + photocell kit

This kit, together with two OverGate 3.0 BASE gates, allows you to create an automatic gate 
controlled by a single passageway tandem radar+photocell.
On the previous pages, you can find a wide range of arms and sign tables to complete the sys-
tem. Weight: 12 kg.

242 859 513code

242 858 515codeBar length 1000 mm

242 858 516codeBar length 1000 mm

242 858 513codeBar length 1000 mm

Bar length 1500 mm

Bar length 1500 mm

Bar length 1500 mm

3. Standard checkout exit
Poorten ontwikkeld om zoveel moge-
lijk mensen tevreden te kunnen stel-
len in hun behoeften. Poorten welke 
aan een paal, tegen de muur of tegen 
de kassa bevestigd kunnen worden. 
Voorzien van antipaniek in beide rich-
tingen.

4. Panther checkout exit 
Voorzien van een hoog transparant 
polycarbonaat scherm. Met antipaniek 
in beide richtingen.
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